




50m - 100m.
50m max.10m min.

3m min.

Cantilever
spring board system

Operative(s)
(activity dependent)

Dedicated spotter with
Operative (mandatory)

Supplementary works vehicle

Applies when vehicle
mounted signs are used

RM37Dual C/W & Motorway (All Speeds)

RISK ASSESSMENT AND FURTHER DEVELOPMENT OF
LAYOUTS WILL BE REQUIRED TO SUIT SITE CONDITIONS

EXAMPLE ONLY NOT TO SCALE

Stud Fitting/Removal, Longitudinal Markings  (Incl. Short Duration Screed) Mobile

Temporary Traffic Management Road MarkingGuidance Handbook

On-Ramp - Left Line 2 & 3-Lane (Off-Peak Only)

March 2014

Road
Type

SSD Parameters

50 / 60

80 / 100

90 / 120

160 / 215

Stopping Sight
Distance
SSD (m)

D
U

A
L

C
/W

Speed
Limit

(km / h)

120 295

Traffic Sign

Legend

Operative

Works Area

Spotter

ROAD MARKING

ROAD MARKING

Notes
1. Traffic volumes on off-ramp are restricted to 25veh/3mins (500veh/hr).
2. The duties of the dedicated spotter are separate from the operatives, his function is primarily to

spot hazards and to protect the operative.
3. Additional spotter(s) / flagmen may be required depending on the activity or for a series of

accesses.
4. Where no hard shoulder is present, advanced warning vehicles are to position themselves in

the verge, or in such a way to minimise encroachment on the running lane. Advanced warning
vehicles are to position themselves in the bus lane, if present. In situations where the advance
warning vehicles are unable to pull off the carriageway (i.e. safety barrier), a flagman is required
in advance of them in order to warn traffic. He must be positioned behind a safety barrier at all
times.

5. Maximum stop permitted is 15 minutes.
6. Advanced warning is required for side road approaches.
7. If 3m min. lane width is not available adjacent to the works on the off-ramp, then consideration

must be given to using a convoy operation.

Merge Lane Approach

Static signage or advance
warning vehicle required
for approach road traffic.

ROAD MARKING

1.2m
0.5m

Vehicle mounted or static signage



50m - 100m.
50m max.10m min.

3m min.

Operative(s)
(activity dependent)

Dedicated spotter with
Operative (mandatory)

Supplementary works vehicle

Cantilever spring
board system

Applies when vehicle
mounted signs are used

RM38Dual C/W & Motorway (All Speeds)

RISK ASSESSMENT AND FURTHER DEVELOPMENT OF
LAYOUTS WILL BE REQUIRED TO SUIT SITE CONDITIONS

EXAMPLE ONLY NOT TO SCALE

Stud Fitting/Removal, Longitudinal Markings  (Incl. Short Duration Screed) Mobile

Temporary Traffic Management Road MarkingGuidance Handbook

On-Ramp - Right Line 2 & 3-Lane (Off-Peak Only)

March 2014

Road
Type

SSD Parameters

50 / 60

80 / 100

90 / 120

160 / 215

Stopping Sight
Distance
SSD (m)

D
U

A
L

C
/W

Speed
Limit

(km / h)

120 295

Traffic Sign

Legend

Operative

Works Area

Spotter

Merge Lane Approach

Static signage or advance
warning vehicle required
for approach road traffic.

ROAD MARKING

ROAD MARKING

ROAD MARKING

1.2m
 (0.5m)

Notes
1. Traffic volumes on off-ramp are restricted to 25veh/3mins (500veh/hr).
2. The duties of the dedicated spotter are separate from the operatives, his function is primarily to

spot hazards and to protect the operative.
3. Additional spotter(s) / flagmen may be required depending on the activity or for a series of

accesses.
4. Where no hard shoulder is present, advanced warning vehicles are to position themselves in

the verge, or in such a way to minimise encroachment on the running lane. Advanced warning
vehicles are to position themselves in the bus lane, if present. In situations where the advance
warning vehicles are unable to pull off the carriageway (i.e. safety barrier), a flagman is required
in advance of them in order to warn traffic. He must be positioned behind a safety barrier at all
times.

5. Maximum stop permitted is 15 minutes.
6. Advanced warning is required for side road approaches.
7. If 3m min. lane width is not available adjacent to the works on the off-ramp, then consideration

must be given to using a convoy operation.

Vehicle mounted or static signage



Flagman required to control
traffic on slip road (to be

positioned at a safe distance
from running lane, in verge

and behind safety barrier
where possible).

VMS to be used to give drivers advance notification of
continuously moving operation ahead.
Can be located up to a max. of 10km in advance of the works.

Not required for one-off isolated works.
VMS must not be towed as part of a moving operation.

WARNING
VEHICLE

WARNING
VEHICLE

WARNING
VEHICLE

ROAD MARKING
ON SLIP ROAD

50
m

 - 
10

0m
.

50
m

 m
ax

.

10
m

 m
in

.

Applies when vehicle
mounted signs are used

Operative(s)
(activity dependent)
Dedicated spotter with
Operative (mandatory)

Supplementary works vehicle

Cantilever
spring board system

RM39Dual C/W & Motorway (All Speeds)

RISK ASSESSMENT AND FURTHER DEVELOPMENT OF
LAYOUTS WILL BE REQUIRED TO SUIT SITE CONDITIONS

EXAMPLE ONLY NOT TO SCALE

Stud Inserts, Bollards, Longitudinal Markings  (Incl. Short Duration Screed) Mobile

Temporary Traffic Management Road MarkingGuidance Handbook

Compact Slip - Off-Slip Edge Line/Centre Line 2 & 3-Lane (Off-Peak Only)

March 2014

Road
Type

SSD Parameters

50 / 60

80 / 100

90 / 120

160 / 215

Stopping Sight
Distance
SSD (m)

D
U

A
L

C
/W

Speed
Limit

(km / h)

120 295

Notes
1. Traffic volumes on off-ramp are restricted to 25veh/3mins (500veh/hr).
2. The duties of the dedicated spotter are separate from the operatives, his function is

primarily to spot hazards and to protect the operative.
3. Additional spotter(s) / flagmen may be required depending on the activity or for a series

of accesses.
4. Maximum stop permitted is 15 minutes, consideration to be given to the use of a

Stop/Go layout as per RM41, if risk assessment deems it necessary and appropriate.
Stop/Go may be required for longer ramps.

5. Where no hard shoulder is present, advanced warning vehicles are to position
themselves in the verge, or in such a way to minimise encroachment on the running
lane. Advanced warning vehicles are to position themselves in the bus lane, if present.
In situations where the advance warning vehicles are unable to pull off the carriageway
(i.e. safety barrier), a flagman is required in advance of them in order to warn traffic. He
must be positioned behind a safety barrier at all times.

6. Advanced warning is required for side road approaches.
7. This operation may result in queuing.  Queues must not continue onto the mainline

carriageway, and queues must be allowed to build for greater than 10mins.

ROAD MARKING

1.2m
0.5m

Traffic Sign

Legend

Operative

Works Area

Spotter/Flagman

Vehicle mounted or static signage

ROAD MARKING

ROAD MARKING



Flagman required to control
traffic on slip road (to be

positioned at a safe
distance from running lane,
in verge and behind safety

barrier where possible).

VMS to be used to give drivers advance notification of
continuously moving operation ahead.
Can be located up to a max. of 10km in advance of the works.

Not required for one-off isolated works.
VMS must not be towed as part of a moving operation.

WARNING
VEHICLE

WARNING
VEHICLE

WARNING
VEHICLE

ROAD MARKING
ON SLIP ROAD

Applies when vehicle
mounted signs are used

50
m

 - 
10

0m
.

50
m

 m
ax

.

10
m

 m
in

.

Operative(s)
(activity dependent)

Dedicated spotter with
Operative (mandatory)

Supplementary works vehicle
Cantilever

spring board system

RM40Dual C/W & Motorway (All Speeds)

RISK ASSESSMENT AND FURTHER DEVELOPMENT OF
LAYOUTS WILL BE REQUIRED TO SUIT SITE CONDITIONS

EXAMPLE ONLY NOT TO SCALE

Stud Inserts, Bollards, Longitudinal Markings  (Incl. Short Duration Screed) Mobile

Temporary Traffic Management Road MarkingGuidance Handbook

Compact Slip - On-Slip Edge Line/Centre Line 2 & 3-Lane (Off-Peak Only)

March 2014

Road
Type

SSD Parameters

50 / 60

80 / 100

90 / 120

160 / 215

Stopping Sight
Distance
SSD (m)

D
U

A
L

C
/W

Speed
Limit

(km / h)

120 295

Notes
1. Traffic volumes on off-ramp are restricted to 25veh/3mins (500veh/hr).
2. The duties of the dedicated spotter are separate from the operatives, his function is

primarily to spot hazards and to protect the operative.
3. Additional spotter(s) / flagmen may be required depending on the activity or for a series

of accesses.
4. Maximum stop permitted is 15 minutes, consideration to be given to the use of a

Stop/Go layout as per RM41, if risk assessment deems it necessary and appropriate.
Stop/Go may be required for longer ramps.

5. Where no hard shoulder is present, advanced warning vehicles are to position
themselves in the verge, or in such a way to minimise encroachment on the running
lane. Advanced warning vehicles are to position themselves in the bus lane, if present.
In situations where the advance warning vehicles are unable to pull off the carriageway
(i.e. safety barrier), a flagman is required in advance of them in order to warn traffic. He
must be positioned behind a safety barrier at all times.

6. Advanced warning is required for side road approaches.
7. This operation may result in queuing.  Queues must not continue onto the mainline

carriageway, and queues must be allowed to build for greater than 10mins.

ROAD MARKING

1.2m
0.5m

Traffic Sign

Legend

Operative

Works Area

Spotter/Flagman

Vehicle mounted or static signage

ROAD MARKING

ROAD MARKING



Flagman required to ensure traffic
is warned of queuing on slip road.

(to be positioned at a safe
distance from running lane, in

verge and behind safety barrier
where possible).

50
m

 m
ax

.
10

m
 m

in
. Operative(s)

(activity dependent)

Dedicated spotter with
Operative (mandatory)

Supplementary works vehicle

Cantilever
spring board system

12
00

mm

(90
0m

m)

ON SLIP ROAD ON SLIP ROAD
ar an Sliosbóthar ar an Sliosbóthar

200m200m200m200m200m

10
m

m
in

.
20

m
20

m

GOSTOP

Pre-dropped sign &
cones (see note 2)

20
m

 - 
50

m

10
m

m
in

.
20

m
20

m

GO STOP

800m 600m1km

400morON SLIP ROAD
ar an Sliosbótharor

Not required for <100km/h
Not required for <80km/h

Pre-dropped sign &
cones (see note 2)

50
m

75
0m

m

(60
0m

m)

Advance signs positioned
from start of slip road

Not required for <80km/h

(2
5m

)
(2

5m
)

(2
5m

)
(2

5m
)

50
m

50
m

50
m

RM41Dual C/W & Motorway (All Speeds)

RISK ASSESSMENT AND FURTHER DEVELOPMENT OF
LAYOUTS WILL BE REQUIRED TO SUIT SITE CONDITIONS

EXAMPLE ONLY NOT TO SCALE

Studs, Longitudinal & Screed Applied Markings Static

Temporary Traffic Management Road MarkingGuidance Handbook

Compact Slip (Stop/Go on Exit) 2 & 3-Lane (Off-Peak Only)

March 2014

Road
Type

SSD Parameters

50 / 60

80 / 100

90 / 120

160 / 215

Stopping Sight
Distance
SSD (m)

D
U

A
L

C
/W

Speed
Limit

(km / h)

120 295

ROAD MARKING

1.2m
0.5m

Notes
1. Traffic volumes on off-ramp are restricted to 25veh/3mins (500veh/hr).
2. Sets of 'flagman sign & cones' to be pre-dropped during initial TM setup, in the verge

at pre-determined locations. Stop/Go operatives to implement each set separately
during operation and remove to the verge when moving to next location. Cones to be
placed along centre line where space permits, and if not along edge line.

3. The duties of the dedicated spotter are separate from the operatives, his function is
primarily to spot hazards and to protect the operative.

4. Additional spotter(s) / flagmen may be required depending on the activity or for a series
of accesses.

5. Advanced warning is required for side road approaches.
6. Queues must not continue onto the mainline carriageway.

ROAD MARKING

ROAD MARKING

Traffic Sign

Cones (0.75m min)

160m
(90m)

 relates to 120 / 100 km/h
 relates to 80 / 60 / 50 km/h

Legend

200m  relates to 120 / 100 km/h
 and  80 / 60 / 50 km/h

GO Stop/Go & Operative

Distance - Major Road

Visibility - Major Road

Spotter/Flagman
Cones (alternative position)

Works Area

STOP

Operative

120m
(50m)

 relates to 100 / 80 km/h
 relates to 60 / 50 / 30 km/h

Visibility - Minor Road

50m
(25m)

 relates to 100 / 80 km/h
 relates to 60 / 50 / 30 km/h

Distance - Minor Road



Flagman required to ensure
traffic is warned of queuing on
slip road. (to be positioned at
a safe distance from running

lane, in verge and behind
safety barrier where possible).

50
m

 m
ax

.
10

m
 m

in
.

ON SLIP ROAD ON SLIP ROAD
ar an Sliosbóthar ar an Sliosbóthar

200m200m200m200m200m

10
m

m
in

.
20

m
20

m

GOSTOP

Pre-dropped sign &
cones (see note 2)

20
m

 - 
50

m

50
m

10
m

m
in

.
20

m
20

m

GO STOP

800m 600m1km

400morON SLIP ROAD
ar an Sliosbótharor

Operative(s)
(activity dependent)

Dedicated spotter with
Operative (mandatory)

Supplementary works
vehicle

Cantilever
spring board system

12
00

mm

(90
0m

m)

Pre-dropped sign &
cones (see note 2)

Not required for <100km/h
Not required for <80km/h

Advance signs positioned
from start of slip road

Not required for <80km/h

(2
5m

)
(2

5m
)

(2
5m

)
(2

5m
)

75
0m

m

(60
0m

m)

50
m

50
m

50
m

RM42Dual C/W & Motorway (All Speeds)

RISK ASSESSMENT AND FURTHER DEVELOPMENT OF
LAYOUTS WILL BE REQUIRED TO SUIT SITE CONDITIONS

EXAMPLE ONLY NOT TO SCALE

Studs, Longitudinal & Screed Applied Markings Static

Temporary Traffic Management Road MarkingGuidance Handbook

Compact Slip (Stop/Go on Approach) 2 & 3-Lane (Off-Peak Only)

March 2014

Road
Type

SSD Parameters

50 / 60

80 / 100

90 / 120

160 / 215

Stopping Sight
Distance
SSD (m)

D
U

A
L

C
/W

Speed
Limit

(km / h)

120 295

ROAD MARKING

1.2m
0.5m

Notes
1. Traffic volumes on off-ramp are restricted to 25veh/3mins (500veh/hr).
2. Sets of 'flagman sign & cones' to be pre-dropped during initial TM setup, in the verge

at pre-determined locations. Stop/Go operatives to implement each set separately
during operation and remove to the verge when moving to next location. Cones to be
placed along centre line where space permits, and if not along edge line.

3. The duties of the dedicated spotter are separate from the operatives, his function is
primarily to spot hazards and to protect the operative.

4. Additional spotter(s) / flagmen may be required depending on the activity or for a series
of accesses.

5. Advanced warning is required for side road approaches.
6. Queues must not continue onto the mainline carriageway.

ROAD MARKING

ROAD MARKING

Traffic Sign

Cones (0.75m min)

160m
(90m)

 relates to 120 / 100 km/h
 relates to 80 / 60 / 50 km/h

Legend

200m  relates to 120 / 100 km/h
 and  80 / 60 / 50 km/h

GO Stop/Go & Operative

Distance - Major Road

Visibility - Major Road

Spotter/Flagman
Cones (alternative position)

Works Area

STOP

Operative

120m
(50m)

 relates to 100 / 80 km/h
 relates to 60 / 50 / 30 km/h

Visibility - Minor Road

50m
(25m)

 relates to 100 / 80 km/h
 relates to 60 / 50 / 30 km/h

Distance - Minor Road



1km 800m 600m
60m

(45m)

400m
200m

12
00

mm

(90
0m

m)

25m

END OF HARD
Gualainne Crua

Críoch na

SHOULDER
Críoch
END

Not required for <100km/h

VMS to be used to give drivers advance notification of
continuously moving operation ahead.

Not required for one-off isolated works.

END OF HARD
SHOULDER

WORKS
VEHICLEIPV

50m200m200m200m200m

12m
(6m)25m

1.2m

1.5m(3m)

For Works > 3hrs
use full taper (1 in 30)

Operative(s)
(activity dependent)

Dedicated spotter with
Operative (mandatory)

Not required for <80km/h

12m
(6m)

50m

RM43Dual C/W & Motorway (All Speeds)

RISK ASSESSMENT AND FURTHER DEVELOPMENT OF
LAYOUTS WILL BE REQUIRED TO SUIT SITE CONDITIONS

EXAMPLE ONLY NOT TO SCALE

Screed Applied Markings Static

Temporary Traffic Management Road MarkingGuidance Handbook

Mainline Carriageway (Hard Shoulder Closure) 2 & 3-Lane - With H/S

March 2014

Road
Type

SSD Parameters

50 / 60

80 / 100

90 / 120

160 / 215

Stopping Sight
Distance
SSD (m)

D
U

A
L

C
/W

Speed
Limit

(km / h)

120 295

Notes
1. The duties of the dedicated spotter are separate from the operatives, his function is primarily to spot hazards

and to protect the operative.
2. Additional spotter(s) / flagmen may be required depending on the activity or for a series of accesses.
3. Advanced warning is required for side road approaches.

ROAD MARKING

Legend

Longitudinal Safety Zone
Lateral Safety Zone

Works Area

Traffic Sign

Cones

160m
(90m)

 relates to 120 / 100 km/h
 relates to 80 / 60 / 50 km/h

12m
(6m)

 relates to 120 / 100 / 80 km/h
 relates to 60 / 50 km/h

Distance

Visibility
Operative
Spotter

(1.0m for 120 / 100 km/h)
(0.75m for 80 / 60 / 50 km/h)

ROAD MARKING

1.2m
 (0.5m)



1km 600m 400m 200m800m

1km 600m 400m 200m800m

200m

2km

(Barrier board optional)

200m200m200m200m200m

Not required for <100km/h

200m200m200m200m200m

25m25m

1 in 30 taper length
(1 in 20)

2 x taper length 2 x taper length min.

1 in 60 taper length
(1 in 40)

12m
(6m)

1.5m

(3m)
1.5m(3m)

1.5m(3m)
1.5m(3m)

1.5m
(3m)

1.5m
(3m)

12m
(6m)

12
00

mm
(90

0m
m)

(Barrier board optional)

12
00

mm

(90
0m

m)

VMS to be used to give drivers advance notification of
continuously moving operation ahead.

Not required for one-off isolated works.

12m
(6m)

12m
(6m)

12m
(6m)

*

*

*

*
Not required for <100km/h

Distance plate to suit site conditions

Distance plate to suit site conditions

*Not required for <80km/h

60m
(45m)

IPV

WORKS
VEHICLE

50m
Críoch
END

50m Críoch
END

Operative(s)
(activity dependent)

Dedicated spotter with
Operative (mandatory)

1.2m

50m

12m
(6m)1.2m

12m
(6m)

12m
(6m)

RM44Dual C/W & Motorway (All Speeds)

RISK ASSESSMENT AND FURTHER DEVELOPMENT OF
LAYOUTS WILL BE REQUIRED TO SUIT SITE CONDITIONS

EXAMPLE ONLY NOT TO SCALE

Screed Applied Markings Static

Temporary Traffic Management Road MarkingGuidance Handbook

Mainline Carriageway - Diverge Hatching 2-Lane (Off-Peak Only)

March 2014

Notes
1. The duties of the dedicated spotter are separate from the operatives, his function is primarily to spot hazards and to protect the operative.
2. This setup may also be used for bifurcation arrows by extending the longitudinal safety zone in advance. Vehicles and plant to cross temporary slip road access only when it is safe to do so.

Road
Type

SSD Parameters

50 / 60

80 / 100

90 / 120

160 / 215

Stopping Sight
Distance
SSD (m)

D
U

A
L

C
/W

Speed
Limit

(km / h)

120 295

ROAD MARKING

Legend

Longitudinal Safety Zone
Lateral Safety Zone

Works Area

Traffic Sign

Cones

160m
(90m)

 relates to 120 / 100 km/h
 relates to 80 / 60 / 50 km/h

12m
(6m)

 relates to 120 / 100 / 80 km/h
 relates to 60 / 50 km/h

Distance

Visibility
Operative
Spotter

(1.0m for 120 / 100 km/h)
(0.75m for 80 / 60 / 50 km/h)



1km 600m 400m 200m800m

1km 600m 400m 200m800m

200m

2km

VMS to be used to give drivers advance notification of
continuously moving operation ahead.

Not required for one-off isolated works.

200m200m200m200m200m

Not required for <100km/h

200m200m200m200m200m

25m25m

1.5m(3m)

1.5m(3m)
1.5m
(3m)

1.5m
(3m)

12
00

mm
(90

0m
m)

(Barrier board optional)

12
00

mm

(90
0m

m)

2 x taper length min.

12m
(6m)

*

*

*
Not required for <100km/h

*

Distance plate to suit site conditions

Distance plate to suit site conditions

*Not required for <80km/h

12m
(6m)

12m
(6m)

60m
(45m)

WORKS
VEHICLE

50m
Críoch
END

50m
Operative(s)
(activity dependent)

Dedicated spotter with
Operative (mandatory)

1.2m

IPV

Críoch
END

1.2m

12m
(6m)

12m
(6m)

12m
(6m)

50m

Notes
1. The duties of the dedicated spotter are separate from the operatives, his function is primarily to spot hazards and to protect the operative.
2. This setup may also be used for bifurcation arrows by extending the longitudinal safety zone in advance. Vehicles and plant to cross temporary slip road access only when it is safe to do so.

Road
Type

SSD Parameters

50 / 60

80 / 100

90 / 120

160 / 215

Stopping Sight
Distance
SSD (m)

D
U

A
L

C
/W

Speed
Limit

(km / h)

120 295

RM45Dual C/W & Motorway (All Speeds)

RISK ASSESSMENT AND FURTHER DEVELOPMENT OF
LAYOUTS WILL BE REQUIRED TO SUIT SITE CONDITIONS

EXAMPLE ONLY NOT TO SCALE

Screed Applied Markings Static

Temporary Traffic Management Road MarkingGuidance Handbook

Mainline Carriageway - Diverge Hatching 3-Lane (Off-Peak Only)

March 2014

ROAD MARKING

Legend

Longitudinal Safety Zone
Lateral Safety Zone

Works Area

Traffic Sign

Cones

160m
(90m)

 relates to 120 / 100 km/h
 relates to 80 / 60 / 50 km/h

12m
(6m)

 relates to 120 / 100 / 80 km/h
 relates to 60 / 50 km/h

Distance

Visibility
Operative
Spotter

(1.0m for 120 / 100 km/h)
(0.75m for 80 / 60 / 50 km/h)



1km 600m 400m 200m800m

1km 600m 400m 200m800m

2km

(Barrier board optional)

200m200m200m200m200m

Not required for <100km/h

200m200m200m200m200m

25m25m

1 in 30 taper length
(1 in 20)

2 x taper length

1 in 60 taper length
(1 in 40)

1.5m

(3m)
1.5m(3m)

1.5m(3m)

1.5m(3m)

12
00

mm

(90
0m

m)

(Barrier board optional)

12
00

mm

(90
0m

m)

VMS to be used to give drivers advance notification of
continuously moving operation ahead.

Not required for one-off isolated works.

IPV

60m
(45m)

Operative(s)
(activity dependent)

Dedicated spotter with
Operative (mandatory)

1.2m

100m

50m

Up to 2 no. additional warning signs
may be required for longer ramps.

750mm
(600mm)

12m
(6m)

12m
(6m)

12m
(6m)

50m

*

*

*

*

Not required for <100km/h

Distance plate to suit site conditions

*Not required for <80km/h

Distance plate to suit site conditions

12m
(6m)

IPV

60m
(45m)

WORKS
VEHICLE

Operative(s)
(activity dependent)

Dedicated spotter with
Operative (mandatory)

1.2m

1.2m

50m

Críoch
END

50m

Críoch
END

12m
(6m)

50m

12m
(6m)

RM46Dual C/W & Motorway (All Speeds)

RISK ASSESSMENT AND FURTHER DEVELOPMENT OF
LAYOUTS WILL BE REQUIRED TO SUIT SITE CONDITIONS

EXAMPLE ONLY NOT TO SCALE

Screed Applied Markings Static

Temporary Traffic Management Road MarkingGuidance Handbook

Mainline Carriageway - Merge Hatching 2-Lane (Off-Peak Only)

March 2014

Notes
1. The duties of the dedicated spotter are separate from the operatives, his function is primarily to spot hazards and to protect the operative.

Road
Type

SSD Parameters

50 / 60

80 / 100

90 / 120

160 / 215

Stopping Sight
Distance
SSD (m)

D
U

A
L

C
/W

Speed
Limit

(km / h)

120 295

ROAD MARKING

Legend

Longitudinal Safety Zone
Lateral Safety Zone

Works Area

Traffic Sign

Cones

160m
(90m)

 relates to 120 / 100 km/h
 relates to 80 / 60 / 50 km/h

12m
(6m)

 relates to 120 / 100 / 80 km/h
 relates to 60 / 50 km/h

Distance

Visibility
Operative
Spotter

(1.0m for 120 / 100 km/h)
(0.75m for 80 / 60 / 50 km/h)



1km 600m 400m 200m800m

1km 600m 400m 200m800m

2km

200m200m200m200m200m

Not required for <100km/h

200m200m200m200m200m

25m25m

1.5m(3m)

1.5m(3m)

12
00

mm

(90
0m

m)

(Barrier board optional)

12
00

mm

(90
0m

m)

VMS to be used to give drivers advance notification of
continuously moving operation ahead.

Not required for one-off isolated works.

Operative(s)
(activity dependent)

Dedicated spotter with
Operative (mandatory)

1.2m

1 in 30 taper
(1 in 20)

60m
(45m)

100m

50m

Up to 2 no. additional warning signs
may be required for longer ramps.

750mm
(600mm)

12m
(6m)

12m
(6m)

50m

*Not required for <80km/h

*

*

*
Not required for <100km/h

Distance plate to suit site conditions

Distance plate to suit site conditions

*

IPV

Operative(s)
(activity dependent)

Dedicated spotter with
Operative (mandatory)

1.2m

1.2m

50m

50m
60m

(45m)

Críoch
END12m

(6m)

50m

12m
(6m)

Críoch
END

IPV WORKS
VEHICLE

Notes
1. The duties of the dedicated spotter are separate from the operatives, his function is primarily to spot hazards and to protect the operative.

Road
Type

SSD Parameters

50 / 60

80 / 100

90 / 120

160 / 215

Stopping Sight
Distance
SSD (m)

D
U

A
L

C
/W

Speed
Limit

(km / h)

120 295

Legend

Longitudinal Safety Zone
Lateral Safety Zone

Works Area

Traffic Sign

Cones

160m
(90m)

 relates to 120 / 100 km/h
 relates to 80 / 60 / 50 km/h

 relates to 120 / 100 km/h
 and 80 / 60 / 50 km/h

Distance

Visibility
Operative
Spotter

(1.0m for 120 / 100 km/h)
(0.75m for 80 / 60 / 50 km/h)

12m
(6m)

RM47Dual C/W & Motorway (All Speeds)

RISK ASSESSMENT AND FURTHER DEVELOPMENT OF
LAYOUTS WILL BE REQUIRED TO SUIT SITE CONDITIONS

EXAMPLE ONLY NOT TO SCALE

Screed Applied Markings Static

Temporary Traffic Management Road MarkingGuidance Handbook

Mainline Carriageway - Merge Hatching 3-Lane (Off-Peak Only)

March 2014

ROAD MARKING



200m

n.

1.5m
(3m)

1.5m
(3m)

WORKS
VEHICLE

60m
(45m)

1.2m

IPV

50m

50m

Críoch
END

3m min.

Operative(s)
(activity dependent)

Dedicated spotter with
Operative (mandatory)

1.2m
1.2m

12m
(6m)

12m
(6m)

20
m

 - 
50

m

(2
5m

)
(2

5m
)

(2
5m

)
50

m
(2

5m
)

750mm

(600mm)

Críoch
END

50m

12m
(6m)

*

*Not required for <80km/h

50
m

50
m

50
m

1km 600m 400m 200m800m

1km 600m 400m 200m800m

2km

200m200m200m200m200m

Not required for <100km/h

200m200m200m200m200m

25m25m

12
00

mm

(90
0m

m)

12
00

mm

(90
0m

m)

VMS to be used to give drivers advance notification of
continuously moving operation ahead.

Not required for one-off isolated works.

200m

(Barrier board optional)

1 in 30 taper length
(1 in 20)

2 x taper length 2 x taper length min.

1 in 60 taper length
(1 in 40)

1.5m

(3m)
1.5m(3m)

1.5m(3m)

1.5m(3m)

*

*

*

*
Not required for <100km/h

*Not required for <80km/h

Distance plate to suit site conditions

Distance plate to suit site conditions

12m
(6m)

12m
(6m)

12m
(6m)

(Barrier board optional)

RM48Dual C/W & Motorway (All Speeds)

RISK ASSESSMENT AND FURTHER DEVELOPMENT OF
LAYOUTS WILL BE REQUIRED TO SUIT SITE CONDITIONS

EXAMPLE ONLY NOT TO SCALE

Screed Applied Markings Static

Temporary Traffic Management Road MarkingGuidance Handbook

Mainline Carriageway - Compact Island Hatching 2-Lane (Off-Peak Only)

March 2014

Road
Type

SSD Parameters

50 / 60

80 / 100

90 / 120

160 / 215

Stopping Sight
Distance
SSD (m)

D
U

A
L

C
/W

Speed
Limit

(km / h)

120 295

Legend

Longitudinal Safety Zone
Lateral Safety Zone

Works Area

Traffic Sign

Cones

160m
(90m)

 relates to 120 / 100 km/h
 relates to 80 / 60 / 50 km/h

 relates to 120 / 100 km/h
 and 80 / 60 / 50 km/h

Distance

Visibility
Operative
Spotter

(1.0m for 120 / 100 km/h)
(0.75m for 80 / 60 / 50 km/h)

12m
(6m)

Notes
1. The duties of the dedicated spotter are separate from the operatives, his function is primarily to spot hazards and to protect the operative.
2. This setup may also be used for bifurcation arrows by extending the longitudinal safety zone in advance. Vehicles and plant to cross temporary slip road access only when it is safe to do so.

ROAD MARKING



00m

1.5m
(3m)

1.5m
(3m)

60m
(45m)

1.2m

IPV

WORKS
VEHICLE

50m

50m

3m min.

1.2m
1.2m

12m
(6m)

20
m

 - 
50

m

(2
5m

)
(2

5m
)

(2
5m

)
50

m
(2

5m
)

750mm

(600mm)

50m

Críoch
END

Críoch
END

12m
(6m)

12m
(6m)

*

*Not required for <80km/h

Operative(s)
(activity dependent)

Dedicated spotter with
Operative (mandatory)

50
m

50
m

50
m

1km 600m 400m 200m800m

1km 600m 400m 200m800m

2km

200m200m200m200m200m

Not required for <100km/h

200m200m200m200m200m

25m25m

12
00

mm

(90
0m

m)

12
00

mm

(90
0m

m)

VMS to be used to give drivers advance notification of
continuously moving operation ahead.

Not required for one-off isolated works.

200m

1 in 30 taper
(1 in 20)

1.5m(3m)

1.5m(3m)

(Barrier board optional)

12m
(6m)

2 x taper length min.

*

*

*

*
Not required for <100km/h

*Not required for <80km/h

Distance plate to suit site conditions

Distance plate to suit site conditions

Road
Type

SSD Parameters

50 / 60

80 / 100

90 / 120

160 / 215

Stopping Sight
Distance
SSD (m)

D
U

A
L

C
/W

Speed
Limit

(km / h)

120 295

Legend

Longitudinal Safety Zone
Lateral Safety Zone

Works Area

Traffic Sign

Cones

160m
(90m)

 relates to 120 / 100 km/h
 relates to 80 / 60 / 50 km/h

 relates to 120 / 100 km/h
 and 80 / 60 / 50 km/h

Distance

Visibility
Operative
Spotter

(1.0m for 120 / 100 km/h)
(0.75m for 80 / 60 / 50 km/h)

12m
(6m)

Notes
1. The duties of the dedicated spotter are separate from the operatives, his function is primarily to spot hazards and to protect the operative.
2. This setup may also be used for bifurcation arrows by extending the longitudinal safety zone in advance. Vehicles and plant to cross temporary slip road access only when it is safe to do so.

ROAD MARKING

RM49Dual C/W & Motorway (All Speeds)

RISK ASSESSMENT AND FURTHER DEVELOPMENT OF
LAYOUTS WILL BE REQUIRED TO SUIT SITE CONDITIONS

EXAMPLE ONLY NOT TO SCALE

Screed Applied Markings Static

Temporary Traffic Management Road MarkingGuidance Handbook

Mainline Carriageway - Compact Island Hatching 3-Lane (Off-Peak Only)

March 2014



VMS to be used to give drivers advance notification of
continuously moving operation ahead.
Can be located up to a max. of 10km in advance of the works.

Not required for one-off isolated works.

ROAD MARKING
ON SLIP ROAD

200m 200m 200m

1km

Not required for <100km/h

800m

ON SLIP ROAD
ar an Sliosbótharor

12
00

mm

(90
0m

m)
Not required for <80km/h

600m
ON SLIP ROAD
ar an Sliosbóthar

ON SLIP ROAD
ar an Sliosbóthar

25m

1 in 30 taper

(1 in 20)
1.5m(3m)

12m
(6m)25m

200m
200m

60m
(45m)

ON SLIP ROAD
ar an Sliosbótharor

Supplementary works
vehicle

3m min.

Operative(s)
(activity dependent)

Dedicated spotter with
Operative (mandatory)

ON SLIP ROAD
ar an Sliosbóthar

25m

1 in 30 taper

(1 in 20)
1.5m(3m)

12m
(6m)25m

200m

60m
(45m)

12m
(6m)1.2m

Supplementary works
vehicle

3m min.

RM50Dual C/W & Motorway (All Speeds)

RISK ASSESSMENT AND FURTHER DEVELOPMENT OF
LAYOUTS WILL BE REQUIRED TO SUIT SITE CONDITIONS

EXAMPLE ONLY NOT TO SCALE

Screed Applied Markings Static

Temporary Traffic Management Road MarkingGuidance Handbook

Off-Ramp - e.g. Rumble Strips, Yield Line, etc. (Left Side) 2 & 3-Lane (Off-Peak Only)

March 2014

Notes
1. The duties of the dedicated spotter are separate from the operatives, his function is primarily to spot hazards and to protect the operative.

Road
Type

SSD Parameters

50 / 60

80 / 100

90 / 120

160 / 215

Stopping Sight
Distance
SSD (m)

D
U

A
L

C
/W

Speed
Limit

(km / h)

120 295

Legend

Longitudinal Safety Zone
Lateral Safety Zone

Works Area

Traffic Sign

Cones

160m
(90m)

 relates to 120 / 100 km/h
 relates to 80 / 60 / 50 km/h

 relates to 120 / 100 km/h
 and 80 / 60 / 50 km/h

Distance

Visibility
Operative
Spotter

(1.0m for 120 / 100 km/h)
(0.75m for 80 / 60 / 50 km/h)

12m
(6m)

ROAD MARKING



200m 200m 200m

1km

Not required for <100km/h

800m

ON SLIP ROAD
ar an Sliosbótharor

12
00

mm

(90
0m

m)
Not required for <80km/h

600m
ON SLIP ROAD
ar an Sliosbóthar

ON SLIP ROAD
ar an Sliosbóthar

1 in 30 taper

(1 in 20)

1.5m

(3m)

200m
200m

60m
(45m)

ON SLIP ROAD
ar an Sliosbótharor

Supplementary works
vehicle

25m 25m

3m min.

12m
(6m)

VMS to be used to give drivers advance notification of
continuously moving operation ahead.
Can be located up to a max. of 10km in advance of the works.

Not required for one-off isolated works.

ROAD MARKING
ON SLIP ROAD

12m
(6m)

Operative(s)
(activity dependent)

Dedicated spotter with
Operative (mandatory)

ON SLIP ROAD
ar an Sliosbóthar

1 in 30 taper

(1 in 20)

1.5m

(3m)

200m
m

60m
(45m)

Supplementary works
vehicle 12m

(6m)
1.2m

25m 25m

3m min.

12m
(6m)

12m
(6m)

Notes
1. The duties of the dedicated spotter are separate from the operatives, his function is primarily to spot hazards and to protect the operative.

Road
Type

SSD Parameters

50 / 60

80 / 100

90 / 120

160 / 215

Stopping Sight
Distance
SSD (m)

D
U

A
L

C
/W

Speed
Limit

(km / h)

120 295

Legend

Longitudinal Safety Zone
Lateral Safety Zone

Works Area

Traffic Sign

Cones

160m
(90m)

 relates to 120 / 100 km/h
 relates to 80 / 60 / 50 km/h

 relates to 120 / 100 km/h
 and 80 / 60 / 50 km/h

Distance

Visibility
Operative
Spotter

(1.0m for 120 / 100 km/h)
(0.75m for 80 / 60 / 50 km/h)

12m
(6m)

RM51Dual C/W & Motorway (All Speeds)

RISK ASSESSMENT AND FURTHER DEVELOPMENT OF
LAYOUTS WILL BE REQUIRED TO SUIT SITE CONDITIONS

EXAMPLE ONLY NOT TO SCALE

Screed Applied Markings Static

Temporary Traffic Management Road MarkingGuidance Handbook

Off-Ramp - e.g. Rumble Strips, Yield Line, etc. (Right Side) 2 & 3-Lane (Off-Peak Only)

March 2014

ROAD MARKING



N
O

 E
N

TR
Y

10m min.
20m20m

STOP

Operative(s)
(activity dependent)

Dedicated spotter with
Operative (mandatory)

ON SLIP ROAD
ar an Sliosbóthar

ON SLIP ROAD
ar an Sliosbóthar

ON SLIP ROAD
ar an Sliosbóthar

ON SLIP ROAD
ar an Sliosbóthar

200m

Not required for <80km/h

90
0m

m

(75
0m

m)

200m
200m

200m

Notes
1. The duties of the dedicated spotter are separate from the operatives, his function is primarily to spot hazards and to protect the operative.
2. All Stop operation to be < 5mins per session. Each time the All Stop is to be lifted, vehicles and operatives must move to a safe location to allow traffic to pass.
3. Queues must be allowed to dissipate after each short work session, and must not continue onto the mainline carriageway.

RM52Dual C/W & Motorway (All Speeds)

RISK ASSESSMENT AND FURTHER DEVELOPMENT OF
LAYOUTS WILL BE REQUIRED TO SUIT SITE CONDITIONS

EXAMPLE ONLY NOT TO SCALE

Screed Applied Markings Static

Temporary Traffic Management Road MarkingGuidance Handbook

Off-Ramp - e.g. Yield Line, etc. (All Stop) 2 & 3-Lane (Off-Peak Only)

March 2014

Road
Type

SSD Parameters

50 / 60

80 / 100

90 / 120

160 / 215

Stopping Sight
Distance
SSD (m)

D
U

A
L

C
/W

Speed
Limit

(km / h)

120 295

Legend

Works Area

Traffic Sign

120m
(50m)

 relates to 100 / 80 km/h
 relates to 60 / 50 km/h

 relates to 100 / 80 km/h
 and 60 / 50 km/h

Distance

Visibility
Operative
Spotter

200m
(25m)

All Stop & OperativeSTOP

Cones (0.75m min)
Cones (alternative position)



600m 400m 200m800m

600m 400m 200m800m

2km

(Barrier board optional)

200m200m200m200m

200m200m200m200m

25m25m

1 in 20 taper length
(1 in 10)

2 x taper length

1 in 40 taper length
(1 in 20)

12m
(6m)3m 3m

3m

3m 12m
(6m)

90
0m

m

(Barrier board optional)

12m
(6m)

*

*

*

*

Distance plate to suit site conditions

Distance plate to suit site conditions

*Not required for <80km/h

45m
(15m)

IPV

2 x taper length

50m WORKS
VEHICLE

Operative(s)
(activity dependent)

Dedicated spotter with
Operative (mandatory) 50m

50m

VMS to be used to give drivers advance notification of
continuously moving operation ahead.

Not required for one-off isolated works.

90
0m

m

1.2m
(0.5m)

RM53Dual C/W & Motorway (All Speeds)

RISK ASSESSMENT AND FURTHER DEVELOPMENT OF
LAYOUTS WILL BE REQUIRED TO SUIT SITE CONDITIONS

EXAMPLE ONLY NOT TO SCALE

Screed Applied Markings Static

Temporary Traffic Management Road MarkingGuidance Handbook

Mainline Carriageway - Yellow Box, etc. (Lane 1 Closure) 2-Lane Urban (Off-Peak Only)

March 2014

Road
Type

SSD Parameters

50 / 60

80 / 100

90 / 120

160 / 215

Stopping Sight
Distance
SSD (m)

D
U

A
L

C
/W

Speed
Limit

(km / h)

120 295

Legend

Longitudinal Safety Zone
Lateral Safety Zone

Works Area

Traffic Sign

Cones

90m
(50m)

 relates to 80 km/h
 relates to 60 / 50 km/h

 relates to 80 km/h
 and 60 / 50 km/h

Distance

Visibility
Operative

Spotter
(0.75m for 80 / 60 / 50 km/h)

12m
(6m)

Urban Dual - Side Road Approach

STOP

Static signage or advance
warning vehicle required
for approach road traffic.

ROAD MARKING

Notes
1. The duties of the dedicated spotter are separate from the operatives, his function is primarily to spot hazards and to protect the

operatives.
2. The advance warning signs are to be positioned so that they do not encroach on the running lanes.
3. Pedestrians may need to be directed through the works.
4. Additional spotter(s) / flagmen may be required depending on the activity or for a series of accesses.



600m 400m 200m800m

600m 400m 200m800m

2km

(Barrier board optional)

200m200m200m200m

200m200m200m200m

3m

90
0m

m

*

*

*

*

Distance plate to suit site conditions

Distance plate to suit site conditions

*Not required for <80km/h

IPV 50m

50m

50m

VMS to be used to give drivers advance notification of
continuously moving operation ahead.

Not required for one-off isolated works.

90
0m

m

45m
(15m)

Operative(s)
(activity dependent)

Dedicated spotter with
Operative (mandatory)

12m
(6m)

1.2m
(0.5m)

12m
(6m)

WORKS
VEHICLE

Road
Type

SSD Parameters

50 / 60

80 / 100

90 / 120

160 / 215

Stopping Sight
Distance
SSD (m)

D
U

A
L

C
/W

Speed
Limit

(km / h)

120 295

Notes
1. The duties of the dedicated spotter are separate from the operatives, his function is primarily to spot hazards and to protect the

operatives.
2. The advance warning signs are to be positioned so that they do not encroach on the running lanes.
3. Pedestrians may need to be directed through the works.
4. Additional spotter(s) / flagmen may be required depending on the activity or for a series of accesses.

Legend

Longitudinal Safety Zone
Lateral Safety Zone

Works Area

Traffic Sign

Cones

90m
(50m)

 relates to 80 km/h
 relates to 60 / 50 km/h

 relates to 80 km/h
 and 60 / 50 km/h

Distance

Visibility
Operative

Spotter
(0.75m for 80 / 60 / 50 km/h)

12m
(6m)

Urban Dual - Side Road Approach

STOP

Static signage or advance
warning vehicle required
for approach road traffic.

RM54Dual C/W & Motorway (All Speeds)

RISK ASSESSMENT AND FURTHER DEVELOPMENT OF
LAYOUTS WILL BE REQUIRED TO SUIT SITE CONDITIONS

EXAMPLE ONLY NOT TO SCALE

Screed Applied Markings Static

Temporary Traffic Management Road MarkingGuidance Handbook

Mainline Carriageway - Yellow Box, etc. (Lane 2 Closure) 2-Lane Urban (Off-Peak Only)

March 2014

ROAD MARKING



600m 400m 200m800m

600m 400m 200m800m

2km

200m200m200m200m

200m200m200m200m 1 in 40 taper length
(1 in 20)

3m

90
0m

m

*

*

*

*

Distance plate to suit site conditions

Distance plate to suit site conditions

*Not required for <80km/h

VMS to be used to give drivers advance notification of
continuously moving operation ahead.

Not required for one-off isolated works.

90
0m

m
3m IPV 50m WORKS

VEHICLE

(Barrier board optional)

12m
(6m)

1.2m
(0.5m)

Operative(s)
(activity dependent)

Dedicated spotter with
Operative (mandatory) 50m

50m

12m
(6m)

(Barrier board optional)

Road
Type

SSD Parameters

50 / 60

80 / 100

90 / 120

160 / 215

Stopping Sight
Distance
SSD (m)

D
U

A
L

C
/W

Speed
Limit

(km / h)

120 295

Notes
1. The duties of the dedicated spotter are separate from the operatives, his function is primarily to spot hazards and to protect the

operatives.
2. The advance warning signs are to be positioned so that they do not encroach on the running lanes.
3. Pedestrians may need to be directed through the works.
4. Additional spotter(s) / flagmen may be required depending on the activity or for a series of accesses.

Legend

Longitudinal Safety Zone
Lateral Safety Zone

Works Area

Traffic Sign

Cones

90m
(50m)

 relates to 80 km/h
 relates to 60 / 50 km/h

 relates to 80 km/h
 and 60 / 50 km/h

Distance

Visibility
Operative

Spotter
(0.75m for 80 / 60 / 50 km/h)

12m
(6m)

Urban Dual - Side Road Approach

STOP

Static signage or advance
warning vehicle required
for approach road traffic.

ROAD MARKING

RM55Dual C/W & Motorway (All Speeds)

RISK ASSESSMENT AND FURTHER DEVELOPMENT OF
LAYOUTS WILL BE REQUIRED TO SUIT SITE CONDITIONS

EXAMPLE ONLY NOT TO SCALE

Screed Applied Markings Static

Temporary Traffic Management Road MarkingGuidance Handbook

Mainline Carriageway (Lane 1 & 2 Closure) 2-Lane Urban (Off-Peak Only) - 

March 2014
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7 IN THE EVENT OF AN EMERGENCY 

CALL EMERGENCY SERVICES (999 or 112) 
KNOW YOUR EXACT LOCATION 

In the case of a Serious Incident 

• Call Emergency Services. 

• Stop work, making sure that all vehicles and site equipment are safe. 

• Stop traffic if necessary – do not move injured person. 

• Assist injured person with First Aid, if appropriate, at the instruction of 
emergency services phone operator. 

• Call Site Supervisor by phone/radio - do not leave injured person alone. 

• Arrange for easy access and egress for Emergency Services. 

• Wait for Emergency Services, and provide access through the works 
where required. 

• Assist Gardaí with Traffic Control if required. 

• Maintain safe traffic flow around injured person if applicable. 

In the case of a Minor Accident 

• Assist injured person with First Aid. 

• Stop work if necessary. 

• Report injury to the Site Supervisor. 

• Log accident. 

Reporting Accidents and Incidents 

• All site accidents and incidents must be immediately reported to the Site 
Supervisor who in turn will report to the appointed Safety Officer. 

• All personnel must fully assist in any investigation resulting from an 
accident. 

• Contact the Employer’s Representative, if any of the following take 
place: 

� A fatality 

� Any injury to the public requiring medical attention. 

� All notifiable accidents to employees. 

� Road traffic accidents due to or near the works where no injury 
has been sustained. 

� Any dangerous occurrence or incident. 

• Contact the Health and Safety Authority (HSA) for all notifiable 
accidents. 
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